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Parking Garages

Retail

Offices / Schools

Industrial

Saving energy since

2007
Greenlux Lighting Solutions was established in 2007 to design 

and manufacture powerful, sustainable, and high-quality LED 

luminaires.

Greenlux is proud to design and manufacture GreenluxLight LED 

luminaires at its in-house production facility located in Helsinki, 

Finland.

Greenlux Lighting Solutions is a global company with sales 

teams in Finland, Sweden, Germany, Italy, Spain, India, and North 

America. Greenlux has delivered lighting solutions to over 500 

locations in Europe and has strong expertise in both retail and 

industrial lighting.

GreenluxLight LED luminaires are carefully designed to meet the 

specific needs of our customers and can be used in

various environments, such as warehouses, stores, parking

garages and offices.



Greenlux Lighting Solutons, Finland

ICA Supermarket Nyfors, Sweden Trio Parking Garage, Finland

Ica Maxi Köping, Sweden

Biltema Tampere, Finland
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GFA -series (IP65) is robust and energy efficient aluminium body industrial luminaire which 

can be installed many industrial spaces like production facilities and warehouses. Long 100 

000 h life time and up to 185 lm/W efficiency redefines what it means to be energy-efficient 

and high quality product series to industrial buildings.

There is wide selection of options: Two lengths, many lumen output versions, lens optic 

solutions and control options. GFA-series is a through-wired as a standard and also 

connection lead options are available. 

GFA
SERIES

Microprism Lens optics

Light Distribution Curves Dimensions
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10000 lm 15000 lm 21000 lm 26000 lm

Product Code 
On/Off

Product Code 
DALI

GFA12X0N840WB GFA12X5N840WB GFA15YN840WB GFA15Y6N840WB

Efficacy 55 - 141 WUp to 185 lm/W

Technical Specifications
Lumen 
Output

Power

GFA12X0D840WB GFA12X5D840WB GFA15Y1D840WB GFA15Y6D840WB

For more detailed information on the product visit: www.greenlux.com
We reserve the right to change the data without prior notice. Tolerance apply: Power +/- 7% and Luminous flux +/- 7%

CRI>80  4000K WB, MB, O, MPCCT OpticsCRI

MB

WB

O

MP



GFE-series (IP65) luminaire for storage, industrial, and parking facilities. Multi-purpose 

enclosed luminaire with excellent value for money. Effortless through-wiring 

installation saves time and money. We provide luminaire in three lengths: 625mm, 

1205mm and 1569mm. The luminous flux range is 3135 – 10200 lm, and light efficiency 

up to 170 lm / W. Surface and luminaire rail installation is applicable.

Made by order:

- Helvar ActiveAhead versions - Casambi-control versions

- Built-in sensor versions - Battery backup versions

- With connection leads

GFE
SERIES

Light Distribution Curves Dimensions
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Quick Clip Active Ahead

120°

10200 lm

GFE15X0D840

Technical Specifications

For more detailed information on the product visit: www.greenlux.com
We reserve the right to change the data without prior notice. Tolerance apply: Power +/- 7% and Luminous flux +/- 7%

3100 lm 4100 lm 5600 lm 7500 lm 9000 lm 10200 lm

GFE15X0N840GFE0630N840
GFE1230N840 GFE1240N840 GFE1255N840 GFE1570N840 GFE1585N840

Product Code 
On/Off

GFE0630D840
GFE1230D840 GFE1240D840 GFE1255D840 GFE1570D840 GFE1585D840 GFE15X0D840Product Code 

DALI

19 - 60 WUp to 170 lm/W PowerEfficacy

Lumen 
Output

CRI>80 4000KCRI CCT

L

L1
H

W



GFL-series (IP20) luminaires offers excellent value for money and stylish and graceful 

design. The GFL-series is designed for commercial and office premises and it can also be 

used in dry storage facilities. Selection offers lens optics or microprism versions, many 

lumen output packages and control options. Different project-specific connection lead 

versions and installation methods are also available.

Made by order:

- Casambi-control versions - More optic options

- With connection leads

GFL
SERIES

Light Distribution Curves Dimensions
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L

H

W

W2MP

23000 lm

GFL23Y3D840MP

GFL23Y3N840MP

Product Code 
On/Off

Product Code 
DALI

Efficacy

Technical Specifications
Lumen 
Output

For more detailed information on the product visit: www.greenlux.com
We reserve the right to change the data without prior notice. Tolerance apply: Power +/- 7% and Luminous flux +/- 7%

4030 lm 6045 lm 8060 lm 10000 lm 15000 lm 23000 lm

GFL1140D840MP GFL1160D840MP GFL1680D840MP GFL16X0D840MP GFL16X5D840MP

26 - 148 WUp to 155 lm/W Power

GFL1140N840MP GFL1160N840MP GFL1680N840MP GFL16X0N840MP GFL16X5N840MP GFL23Y3N840MP

CRI>80 3000k & 4000KCCTCRI

Quick Clips



SERIES

Lighting Track Quick Clips

GLL

Light Distribution Curves Dimensions
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GLL-series (IP20) is a multipurpose and modern linear luminaire well-suited for every

installation from supermarkets and boutiques to offices of all sizes. The simple and

slender design allows GLL to be used as a part of the decor, shaping the space or 

understated but still providing excellent lighting. The quality light control provided by 

great optics ensures great quality lighting wherever one needs it – without glare. Among 

the many variations of GLL, there is a lighting track mounting option for mainly retail use.

Made by order:

- Helvar ActiveAhead versions - Casambi-control versions

- With connection leads - Color options: black

M = 50°

W = 80°

WAS

H1

L
W

H

Technical Specifications

For more detailed information on the product visit: www.greenlux.com
We reserve the right to change the data without prior notice. Tolerance apply: Power +/- 7% and Luminous flux +/- 7%

Product Code 
On/Off

Product Code 
DALI

Efficacy

Lumen 
Output

CRI

4000 lm 6000 lm

GLL1640NN840WBW GLL1640NN840WBW

24 - 34 WUp to 176 lm/W Power

GLL1640DN840WBW GLL1640DN840WBW

CRI>80 3000k & 4000K 50°/80°/WASCCT Optics



GLP
SERIES

GLP-series panel luminaires are excellent solutions for offices, shops, and schools, for 

example. These panel luminaires are perfectly suited for modular ceilings, but are equally 

suitable for surface or hanging installations. Available with different control options and 

low UGR-version. Greenlux’ s GLP luminaires make it easy to create comfortable and 

energy efficient lighting. As proof of quality, the GLP series has a 5-year Greenlux

warranty.

Made by order:

- Helvar ActiveAhead versions - Casambi-control versions

- With connection leads
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Light Distribution Curves Dimensions

Opal MP = low UGR

L

W

H

Technical Specifications

MP = low UGR

3500 lm 4290 lm 5200 lm

Product Code 
On/Off

Product Code 
DALI

 GLP6635N840
GLP6635N840MP

GLP6642N840
GLP6642N840MP

GLP6652N840
GLP6652N840MP

Efficacy 27 - 40 WUp to 130 lm/W

Lumen 
Output

Power

GLP6635D840
GLP6635D840MP

GLP6642D840
GLP6642D840MP

GLP6652SD840
GLP6652D840MP

CRI CRI>80 3000K & 4000K

For more detailed information on the product visit: www.greenlux.com
We reserve the right to change the data without prior notice. Tolerance apply: Power +/- 7% and Luminous flux +/- 7%

CCT



GLBN
SERIES

GLBN-series batten luminaires have a high luminous efficacy of 125lm/W and a reliable 

and robust housing structure(IP66&IK08). This series is suitable for parking halls, 

factory, and warehouse spaces. Three lengths are available: 600mm, 1200mm, and 

1500mm. 1200mm and 1500mm versions come with a color temperature change

option.GLBN series is easy to install because of through wiring and sliding mounting 

brackets.

Quick Clip

Technical Specifications

For more detailed information on the product visit: www.greenlux.com
We reserve the right to change the data without prior notice. Tolerance apply: Power +/- 7% and Luminous flux +/- 7%

2000 lm 4400 lm 6000 lm

Product Code 
On/Off GLBN0620N840L GLBN1244N83CL    GLBN1560N83CL 

Efficacy 20 - 48 W

Lumen 
Output

Power

CRI CRI>80 CCT

Up to 125 lm/W

3C ( 3000K / 4000K / 5700K) 
& 4000K

Light Distribution Curves
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Dimensions

120°

L

W
H



105°

GLB
SERIES

GLB linear luminaire(IP44) is multi-purpose batten luminaire which has many application 

areas: warehouses, corridors, public premises in residential and non-residential buildings. 

This product series is focused on easy installation and good quality of light. Cable entries are 

in both ends and also middle of the base. GLB-luminaire is also through-wired as a standard. 

1200mm -version includes four power options which you can select using 

dip-switches.

 Made by order:

-In-build sensor - Versions

-3000K- Versions                                                                           
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Light Distribution Curves Dimensions

Technical Specifications

4900 lm

Product Code 
On/Off

GLB1249N840

Efficacy

4000K

up to 140lm/W

Lumen 
Output

23/29/35/40 W

CRI CRI>80

For more detailed information on the product visit: www.greenlux.com
We reserve the right to change the data without prior notice. Tolerance apply: Power +/- 7% and Luminous flux +/- 7%

Power

CCT

H W



60°

GLD
SERIES

GLD downlight series is a great lighting solution for retail and public spaces. The elegant 

and petite design combined with high quality components gives a solid foundation for 

pleasant lighting. The series has multiple options from fixed to 2-way and 4-way 

directional body styles. The products vary from size 120 mm with the luminous effect of 

1300 lm to size 200 mm with the luminous effect of 4200 lm. In addition, the series also 

includes versions with DALI dimming. As proof of quality, the GLD-series has a 5-year

warranty.

Made by order:

- More size and lumen output versions
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Light Distribution Curves Dimensions

For more detailed information on the product visit: www.greenlux.com
We reserve the right to change the data without prior notice. Tolerance apply: Power +/- 7% and Luminous flux +/- 7%

Technical Specifications

1300 lm 2200 lm 3300 lm 4200 lm

Product Code 
On/Off

Product Code 
DALI

GLD1213NF904055W GLD1422NF904060W               GLD1733NF904060W GLD2042NF904060W

Size

14 - 44 WUp to 100 lm/W

Lumen 
Output

Power

Ø120*H83mm(cut-out 
Ø92-108mm)

Ø145*H109mm(cut-out 
Ø116-130mm)

Ø170*H120mm(cut-out 
Ø140-155mm)

Ø120*H130mm(cut-out 
Ø160-185mm)

CRI>90 3000K & 4000KCRI

Efficacy

GLD1213DF904055W GLD1422DF904060W GLD1733DF904060W GLD2042DF904060W

CCT



GLS
SERIES
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GLS lighting track spotlights are cost efficient option for enhancing general lighting or 

highlighting details. High quality light, good color rendering and wide range of optic 

options enable use in various sites. Streamlined outlooks and the luminaire body comes 

in white colour. Compatible with 3 phase lighting tracks of several manufacturers. As a 

proof of good quality, the GLS spotlights have 5-year warranty.

Made by order:

- Black versions - More lighting distributions

Light Distribution Curves

24° 36°

60°

L

H

D

Dimensions

For more detailed information on the product visit: www.greenlux.com
We reserve the right to change the data without prior notice. Tolerance apply: Power +/- 7% and Luminous flux +/- 7%

Technical Specifications

2100 lm 2900 lm 3500 lm 4200 lm

GLS0621NT904024W
GLS0621NT904024W
GLS0621NT904024W

GLS0729NT904024W
GLS0729NT904036W
GLS0729NT904060W

GLS0835NT904024W
GLS0835NT904036W
GLS0835NT904060W

GLS1042NT904024W
GLS1042NT904036W
GLS1042NT904060W

24 - 42 WUp to 105 lm/W

24°/36°/60°

CRI>80 3000K & 4000K

Product Code 
On/Off

Product Code 
DALI

Optics

Lumen 
Output

CRI

Efficacy

GLS0621DT904024W
GLS0621DT904036W
GLS0621DT904060W

GLS0729DT904024W
GLS0729DT904036W
GLS0729DT904060W

GLS0835DT904024W
GLS0835DT904036W
GLS0835DT904060W

GLS1042DT904024W
GLS1042DT904036W
GLS1042DT904060W

Power

CCT
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GLC
SERIES

GLC-series is a slim design ceiling luminaire; made for corridors, locker rooms and 

warehouses. There are two different size versions Ø275mm and Ø400mm and in control 

methods there is DALI available. The product range includes microwave sensor and

emergency version. The base and shade are detachable which makes it easier for

maintenance and installation. Color temperature change is a standard 3000K / 4000K / 

5700K.

GLC- 40 GLC- 28

Light Distribution Curves

120°

Dimensions

Technical Specifications

For more detailed information on the product visit: www.greenlux.com
We reserve the right to change the data without prior notice. Tolerance apply: Power +/- 7% and Luminous flux +/- 7%

*Power selectable: 10W / 15W / 18W / 25W
1100lm / 1700lm / 2100lm / 2800lm

2100 lm 2800 lm Power 10 - 25 W

GLC2828N83C* GLC4028N83C Efficacy Up to 116 lm/W

3C (3000K/ 4000K/  5700K)

Product Code 
On/Off

Product Code 
Sensors

CCT

Lumen 
Output

GLC2821S83C GLC4028S83C CRI CRI>80

D1

D

H

D

D1

H
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GLH
SERIES

GLH Highbay series (IP65) has a unique lens design which provides the high
efficacy of 170 lm/W while lowering the glare. GLH series designed for the
applications such as production facilities and high warehouses. There are three 
power options available with this series: 100 W, 150 W and 250 W. The fixture is 
supplemented with loop installation and 1,5m power cable.

Technical Specifications

For more detailed information on the product visit: www.greenlux.com
We reserve the right to change the data without prior notice. Tolerance apply: Power +/- 7% and Luminous flux +/- 7%

Lumen 
Output

Product Code 
DALI

17000 lm 25500 lm 34000 lm

Efficacy 100 - 200 WUp to 170 lm/W Power

GLH1117N80850 GLH1125N80850    GLBN1560N83CL 

CRI CRI>80 CCT 5000K

Size Ø400X162mm Beam angle 80°

Light Distribution Curves Dimensions

80°
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GLF
SERIES

GLF floodlight series(IP66/IK08) is cost-effective optimized solution for different types of 

projects where floodlights are needed. There is four body sizes and several symmetric 

and asymmetric beam angles. Power range is 50W to 200W. Floodlights comes with 

mounting bracket and 1,5 meter rubber cable for installation.

Technical Specifications

For more detailed information on the product visit: www.greenlux.com
We reserve the right to change the data without prior notice. Tolerance apply: Power +/- 7% and Luminous flux +/- 7%

Lumen 
Output

Product Code 
On/Off

6250 lm 12500 lm 18750 lm 25000 lm

Efficacy 50- 200 WUp to 125 lm/W Power

GLF1-06NWD840
GLF1-06NAS840

GLF1-12NWD840
GLF1-12NAS840

GLF1-18NWD840
GLF1-18NAS840

GLF1-25NWD840
GLF1-25NAS840

CRI CRI>80 CCT 4000K

Light Distribution Curves Dimensions

AS

WD



LIGHTING
TECHNOLOGY
• Almost all products are available with either on/off, DALI or wireless Casambi or

Helvar ActiveAhead control.

• All Greenlux luminaires are characterized by quality, easy installation, and durability.

• All products come with a 5-year warranty.

• Flexibility for project-specific product customization in terms of wiring,

connectors and fixtures.

Design guidance and product support
We strongly believe, that lighting projects need a proper guidance from desigining

to execution and our team is here to assist you with design and product support.

Our design guidance covers the entire lighting design process, taking into consideration

the luminous power, lifespan, suitability for the specific location, and energy efficiency

of the luminaire. Our goal is to design luminaire that is both functionally optimal and

visually pleasing, meeting the needs of users.

Product support is important to us, as it provides our customers with assistance and advice

on the use, installation, and maintenance of  the luminaires. Our product support includes

user manuals, technical assistance, and warranty matters. Our high quality and domestic

product support ensure that luminaires function optimally, and our customers receive the 

necessary assistance in case of any issues. Together with design guidance, these elements

are crucial for the implementation of high-quality and functional lighting solutions.

For design guidance and product support, contact: sales@greenlux.com

Get in touch with us!
Head Office
Mekaanikonkatu 1
00880 Helsinki
Finland

+358 29 3700 670
sales@greenlux.com
www.greenlux.com

GreenluxLight is now a part of Greenlux Lighting Solutions.


